
STEP 1

STEP 2

GLAZING

Glazed Unglazed

Unless ‘Unglazed’ is ticked, ‘Glazed’ is selected by default

A Rated B Rated

Unless ‘B Rated’ is ticked, ‘A Rated’ is selected by default

28mm Double 44mm Double

Unless ‘48mm Double’ is ticked, ‘28mm Double’ is selected by default

DEEP OUTER FRAME

57mm Standard Outer frame

COLOUR

Hipca White / Gloss Finish (9910) Anthracite Grey / Matt Finish (7016)

Dual Colour (7016/9910) Other  (non-stock)

See colour reference chart on the back for a visual of the colours we offer

HARDWARE COLOUR

Satin Nickel Stainless Steel

Black White

See colour reference chart on the back for a visual of the colours we offer

TRANSOM/MULL

WINDOW PROFILE STYLE

Flush Flat
Quote form

68mm Glazed Aluminium 
Residential Window

WINDOW &
DOOR SYSTEMS

Call 01460 242 400
Email trade@altegra.co.uk
Visit www.altegrawindowanddoorsystems.co.uk

Enquire with Altegra

Invoice name and address

Name:

Address:

Tel:

Email:

Is the address above the same for delivery? No Yes

Delivery address (if di�erent from invoice adddress)

Address:

Date and references

Reference:

Date:

Date required:

IMPORTANT NOTICE
Before ordering, please ensure that you are familiar with our products and specifications as we will not accept 
responsibility for want of knowledge in the event that items do not meet your requirements.

The profile we will be using will be Senior Architectural Systems 68mm profiles, 
mechanical or cleated joints, external or internal glazing with black gaskets.

The Glazing beads are 28mm as standard and Standard glazing units are A 
rated.
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Height
Glass descriptionTotal Sill Length

(If di�erent from width)Transom Drop Qty
25mm Extension (addon)

Top Bottom Le� Right

Sill Type

None

Overall Size (inc sill etc)Item
No Width 150 Other

Drainage

Visible Invisible

T/vent Qty

Head



Drawing
68mm Glazed Aluminium 
Residential Window

WINDOW &
DOOR SYSTEMS

Call 01460 242 400
Email trade@altegra.co.uk
Visit www.altegrawindowanddoorsystems.co.uk

Enquire with Altegra

The profile we will be using will be Senior Architectural Systems 68mm profiles, 
mechanical or cleated joints, external or internal glazing with black gaskets.

The Glazing beads are 28mm as standard and Standard glazing units are A 
rated.


